Temperature Compensated Crystal Oscillators (TCXO) Find TCXO Here
Surface Mount Type TCXO KT1612A Series = o KYOCERA

(Low Voltage Drive, With Disable Function) ke
1.6x1.2mm
Features How to Order
’ L(’:tgaS'rq"z‘?t%rzSSMD)type KT1612A 26000 O O O OO N x Y
.65%1.25%0.55mm
+ With Disable Function o © 0006 060 ©
* Freq. temp. characteristics.
:£2.0x107% -30 to +85°C ®@Series ®Upper Operating Temp.
: #0.5%107%/ =30 to +85°C (for GNSS) | KT1612A ‘ 1612 Size | W 785°C
* 1.1 to 2.0V drive available o
* Reflow compatible @Output Frequency v +8O°C
®Freq. Temp. Chrst. u +75°C
A +0.5%x107° ®Supply Voltage
Applications B | #10x10° 2] 12v
C +1.5%x107° ; ;
: * Mobile communications, Wireless modules [ 120x10° @Disable Function
RoHS Compliant JEEENISYVAT Oloner O — . [ N_[with Disable Function]|
ower peratlng €MP-_ ®Individual Specification
¢ '3O°C ®Low Voltage Drive Type
E _ZOOC [ Y Jtow voltage Drive |
G -10°C

Packaging (Tape & Reel 18000 pcs./ reel)

Specifications

Item Symbol Conditions Min. Max. Units
Output Frequency Range fo Standard Output Frequency: 26.0 / 38.4 / 52.0 26.0 52.0 MHz
vs Temperature -0.5/-2 | +0.5/ +2
Frequency Tolerance f_tol vs Load -0.1 +0.1 x107°
vs Voltage -0.1 +0.1
Frequency Aging f_age Per Year -1 +1 x107
Storage Temperature Range Tostg -40 +85 °C
Operating Temperature Range T_use -30 +85 °C
Supply Voltage Vce 1.1 2.0 \%
Output Level Vpp Clipped Sine®, Load: 10k ohm / / 10pF 0.8 — Vp-p
Current Consumption lcc — 2 mA
Harmonics — — -5 dBc

*: A DC-cut capacitor is not embedded in this crystal oscillator. Connect a DC-cut capacitor (2 1nF) to the line-out terminal of the oscillator.
* Please contact us for other specifications.
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Pin Configuration
#1pin | Disable Function
[#2pin | GND

#3pin | OUTPUT

#4pin | Vcc

Note: 0.01uF capacitor between Vcc and GND is
recommended for bypass purpose.
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https://ele.kyocera.com/en/product/crystal-device/temperature_compensated_crystal_oscillators_tcxo/

