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Coin manganese dioxide lithium batteries

CR2450R

WS HiE  Dimensions(mm)

BEE: 24.5mm
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(Unit: mm)

BMEH Specifications

DMEE

Nominal Voltage

AHEE (RIEBE2.0V)

Nominal Capacity (2.0V cutoff)
HREGHREERE (FEFAES)
Recommended Continuous Discharge
Current (High capacity usage rate)
RANLRABREER(MA) *DOD50%EF,
23°C, /YLARE3sec, 2VELE
Maximum Pulse Discharge current (mA)
*Assumption : Current to keep higher
than 2V at 50% discharge with 23°C
and pulse length 3sec.

REHE

Weight

3 R EE

Operating Temperature

3V

500 mAh

=3mA

50mA

6.29

-30 ~ +70°C
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® |oT
CRSYFUTTNALR
Y
X o) T RESE

® |oT

+ Tracking devices
- Sensors

- Security

ULRRE SIS
® #u&ES Certification number :
® User replaceable

UL Recognized components
MH12566

R ERFHE

Discharge Characteristics on Load

iR BE(Temperature): 23°C

100% #21E TR IE (Cut off) : 2.0V
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Discharge Characteristics

B EE (Temperature): 23°C
#ERE (Cut off): 2.0
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Discharge Characteristics by Load Discharge Characteristics by Temperature
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Closed Circuit Voltage by Temperature Impedance by Temperature
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Self Discharge Characteristic by Temperature
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Note: The self-discharge rate of less than 20°C shows the same
self-discharge rate as 20°C.
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*Data is not guaranteed, and is provided for reference purposes
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