




https://www.harwin.com/connectors-hardware/high-reliability-connectors/1-25mm-pitch-connectors/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
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https://cdn.harwin.com/pdfs/Gecko-SL_Overview_PTM.pdf












•

•

•







•

•

•

https://www.harwin.com/products/Z125-900/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
https://www.harwin.com/products/Z125-901/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
https://www.harwin.com/products/Z125-902/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
https://www.harwin.com/?s=Z125-926/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
https://www.harwin.com/resources/videos/gecko-crimping-instructions/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
https://www.harwin.com/resources/videos/gecko-de-latching-instructions/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
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https://cdn.harwin.com/pdfs/C125XX_G125_Gecko_Connectors.pdf
https://cdn.harwin.com/pdfs/HT030xx_Gecko_General_Testing.pdf




https://www.harwin.com/support/articles/outgassing-in-harwin-products/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
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https://www.harwin.com/contact/?utm_source=harwin&utm_medium=ptm&utm_campaign=ptm-gecko-overview
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